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轴向金属化聚酯膜电容器(圆柱形)
Axial metallized polyester film capacitor ( Tubular type)
■ 外形图 Outline Drawing

■技术要求 Specifications

■ 特点 ■ Features
● 金属化聚酯膜,无感卷绕结构 ● Metalized polyester film,non-induction wound constructure

● 轴向引出，胶带包装，阻燃型环氧树脂封装 ●Axial lead, tape wrapped, sealed with flame retardant epoxy resin
● 体积小，重量轻，自愈性能优异 ● Small size, light weight, excellent self-healing property
● 低噪声 ● Low noise

■ 典型应用 ■ Type Application
● 隔直流、耦合、去耦、旁路。 ● Suitable for blocking, coupling and decoupling, by-pass

电容器类别 Class MET

引用标准 Reference Standard GB/T 7332 (IEC 60384-2)

气候类别 Climatic Category 40/105/21（AC产品：25/70/21）

额定温度 Rated Temperature +85℃（AC产品：70℃）

工作温度范围 Operating Temperature range
-40℃～+105℃.(只适用于 DC电压产品）

(+85℃～+105℃): derating factor1.5% per℃ for R.V(DC)

额定电压 Rated Voltage
100VDC,250VDC,400VDC,630VDC,160VAC,250VAC,300VAC,

350VAC,400VAC,450VAC

容量范围 Capacitance range 0.1μF～40μF(VDC), 0.5μF～50μF(Vac)

容差 Capacitance tolerance ±5% (J), ±10% (K)，+10～-0%（T）， +10～-5%(U)

耐电压 Voltage Proof 1.6×R.V(DC), 2s

损失角 Dissipation Factor ≦1.0% (1KHz at 20~25℃)

绝缘阻抗 Insulation Resistance

UR.Vdc:

≥15 000MΩ , CR≤0.33μF

≥5 000s, CR>0.33μF

(at 100±10VDC,1min ,20~25℃)

UR.Vac:
≥1 000s

(at 100±10VDC,1min ,20~25℃)

38mm min
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产品代码说明 Product Code System
■ 产品料号由 20位数位组成，如下：

For example: The part number, comprising 20 digits, is formed as follows.

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
G A T 1 0 5 K 2 E D 1 1 0 W 2 6 0 1 6 5

第 1位 公司代码 Digit 1 Company Code
G G

第 2～3位 型号代码 Digit 2 to 3 Type code
MET(Code AT)=CL20 MET(Code AT)=CL20

第 4~6位 容值代码 Digit 4 to 6 Capacitance value Code
举例： For example :

105=10×105pF=1μF 105=10×105pF=1μF
第 7位 容量偏差代码 Digit 7 Capacitance tolerance Code

J=±5%，K=±10%,M=±20% J=±5%，K=±10%,M=±20%
T=0~+10%, T=-5%~+10% T=0~+10%, T=-5%~+10%

第 8~9位 额定电压代码 Digit 8 to 9 rated voltage Code
2A=100Vdc,2E=250Vdc, 2A=100Vdc,2E=250Vdc,
2G=400Vdc,2J=630Vdc 2G=400Vdc,2J=630Vdc
2I=250VAC, 3W=300VAC 2I=250VAC, 3W=300VAC
2F=350VAC, 2R=400VAC 2F=350VAC, 2R=400VAC
2T=450VAC 2T=450VAC

第 10~13位 直径尺寸 Digit 10 to 13 Diameter size
D110=11.0 mm D110=11.0 mm

第 14~17位 胶带宽度代码 Digit 14 to 17 Wrapped Tape width code Expressed in cm
W260=26mm W260=26mm

第 18~20位 客户代码 Digit 18 to 20 customer code
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■ 外形尺寸 Dimensions(mm)

100VDC

CR
(uF)

Dimension尺寸（mm）

Part numberW
(Max mm)

OD
(Max mm)

dФ
(±0.05mm)

0.33 21 7 0.6 GAT334＊2AD070W210●●●

0.47 21 7.5 0.6 GAT474＊2AD075W210●●●

0.68 21 8.5 0.6 GAT684＊2AD085W210●●●

1.0 21 10 0.8 GAT105＊2AD100W210●●●

1.5 26 10.5 0.8 GAT155＊2AD105W260●●●

2.2 26 11 0.8 GAT225＊2AD110W260●●●

3.3 26 14 0.8 GAT335＊2AD140W260●●●

4.7 32 15 0.8 GAT475＊2AD150W320●●●

6.8 32 17.5 0.8 GAT685＊2AD175W320●●●

10 32 20.5 0.8 GAT106＊2AD205W320●●●

250VDC
0.22 21 7 0.6 GAT224＊2ED070W210●●●

0.33 21 7.5 0.6 GAT334＊2ED075W210●●●

0.47 21 8.5 0.8 GAT474＊2ED085W210●●●

0.68 21 9 0.8 GAT684＊2ED090W210●●●

1.0 26 11 0.8 GAT105＊2ED110W260●●●

1.5 26 12 0.8 GAT155＊2ED120W260●●●

2.2 32 13.5 0.8 GAT225＊2ED135W320●●●

3.3 32 16.5 0.8 GAT335＊2ED165W320●●●

400VDC
0.1 21 8 0.8 GAT104＊2GD080W210●●●

0.15 21 9 0.8 GAT154＊2GD090W210●●●

0.22 21 9 0.8 GAT224＊2GD090W210●●●

0.33 26 10 0.8 GAT334＊2GD100W260●●●

0.47 26 12 0.8 GAT474＊2GD120W260●●●

0.68 32 12.5 0.8 GAT684＊2GD125W320●●●

1.0 32 15 0.8 GAT105＊2GD150W320●●●

1.5 32 18 0.8 GAT155＊2GD180W320●●●

630VDC
0.047 21 8 0.8 GAT473＊2JD080W210●●●

0.15 26 11 0.8 GAT154＊2JD110W260●●●

0.22 26 13 0.8 GAT224＊2JD130W260●●●

0.47 32 15 0.8 GAT474＊2JD150W320●●●

0.68 32 18 0.8 GAT684＊2JD180W320●●●

1.0 32 20.5 0.8 GAT105＊2JD205W320●●●

备注：1.“*”表示容量误差. “*”=capacitance tolerance code. 2.“●”表示客户代码 “●”= customer code
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■ 外形尺寸 Dimensions(mm)

备注：1.“*”表示容量误差. “*”=capacitance tolerance code. 2.“●”表示客户代码 “●”= customer code

250VAC

CR
(uF)

Dimension尺寸（mm）

Part numberW
(Max mm)

OD
(Max mm)

dФ
(±0.05mm)

0.5 32 7 0.8 GAT504＊2ID070W320●●●

1 37 8 0.8 GAT105＊2ID080W370●●●

1.5 37 9 0.8 GAT155＊2ID090W370●●●

2.0 37 10 0.8 GAT205＊2ID100W370●●●

3 47 15 0.8 GAT305＊2ID150W470●●●

4 37 13 0.8 GAT405＊2ID130W370●●●

5 47 13 0.8 GAT505＊2ID130W470●●●

6 47 14 0.8 GAT605＊2ID140W470●●●

7 47 15 0.8 GAT705＊2ID150W470●●●

8 47 16 0.8 GAT805＊2ID160W470●●●

9 47 16 0.8 GAT905＊2ID160W470●●●

10 47 17 0.8 GAT106＊2ID170W470●●●

15 47 21 0.8 GAT156＊2ID210W470●●●

20 47 23 0.8 GAT206＊2ID230W470●●●

25 47 26 1.0 GAT256＊2ID260W470●●●

30 47 29 1.0 GAT306＊2ID290W470●●●

35 47 31 1.0 GAT356＊2ID310W470●●●

40 47 32 1.0 GAT406＊2ID320W470●●●

300VAC
0.5 32 8 0.8 GAT504＊3WD080W320●●●

1 37 9 0.8 GAT105＊3WD090W370●●●

1.5 37 11 0.8 GAT155＊3WD110W370●●●

2 37 12 0.8 GAT205＊3WD120W370●●●

3 37 14 0.8 GAT305＊3WD140W370●●●

4 37 16 0.8 GAT405＊3WD160W370●●●

5 47 15 0.8 GAT505＊3WD150W470●●●

6 47 17 0.8 GAT605＊3WD170W470●●●

7 47 18 0.8 GAT705＊3WD180W470●●●

8 47 19 0.8 GAT805＊3WD190W470●●●

9 47 20 0.8 GAT905＊3WD200W470●●●

10 47 21 0.8 GA106＊3WD210W470●●●

15 47 25 1.0 GAT156＊3WD250W470●●●

20 47 28 1.0 GAT206＊3WD280W470●●●

25 47 32 1.0 GAT256＊3WD320W470●●●

30 47 35 1.0 GAT306＊3WD350W470●●●
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■ 外形尺寸 Dimensions(mm)

备注：1.“*”表示容量误差. “*”=capacitance tolerance code. 2.“●”表示客户代码 “●”= customer code

350VAC

CR
(uF)

Dimension尺寸（mm）

Part numberW
(Max mm)

OD
(Max mm)

dФ
(±0.05mm)

0.5 37 9 0.8 GAT504＊2FD090W370●●●

1 37 11 0.8 GAT105＊2FD110W370●●●

2 47 13 0.8 GAT205＊2FD130W470●●●

3 47 15 0.8 GAT305＊2FD150W470●●●

4 47 17 0.8 GAT405＊2FD170W470●●●

5 47 19 0.8 GAT505＊2FD190W470●●●

6 47 21 0.8 GAT605＊2FD210W470●●●

7 47 22 0.8 GAT705＊2FD220W470●●●

8 47 23 0.8 GAT805＊2FD230W470●●●

10 47 27 1.0 GAT106＊2FD270W470●●●

15 47 32 1.0 GAT156＊2FD320W470●●●

18 47 34 1.0 GAT186＊2FD340W470●●●

400VAC
0.5 37 9 0.8 GAT504＊2RD090W370●●●

1 37 12 0.8 GAT105＊2RD120W370●●●

2 47 14 0.8 GAT205＊2RD140W470●●●

3 47 17 0.8 GAT305＊2RD170W470●●●

4 47 20 0.8 GAT405＊2RD200W470●●●

5 47 22 0.8 GAT505＊2RD220W470●●●

6 47 23 0.8 GAT605＊2RD230W470●●●

7 47 25 1.0 GAT705＊2RD250W470●●●

8 47 27 1.0 GAT805＊2RD270W470●●●

10 47 30 1.0 GAT106＊2RD300W470●●●

12 47 33 1.0 GAT126＊2RD330W470●●●

450VAC
1 37 13 0.8 GAT105＊2TD130W370●●●

2 47 16 0.8 GAT205＊2TD160W470●●●

3 47 18 0.8 GAT305＊2TD180W470●●●

4 47 21 0.8 GAT405＊2TD210W470●●●

5 47 23 0.8 GAT505＊2TD230W470●●●

6 47 25 1.0 GAT605＊2TD250W470●●●

7 47 27 1.0 GAT705＊2TD270W470●●●

8 47 29 1.0 GAT805＊2TD290W470●●●

10 47 33 1.0 GAT106＊2TD330W470●●●

12 47 35 1.0 GAT126＊2TD350W470●●●
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